
 

 

Technische Daten 

Farbe 

Oberfläche  

Härte (Shore A) 

Relief Tiefe 

Härte (Shore A) 

Rauheit (RA) 

Blau 

Rubber 

75°  

0,80 mm 

0,7 µm Verfügbare Stärken 1.95 mm 

Lackieren mit Dispersionslacken  

Lackieren mit UV Lacken 

Wiederkehrende Lackaufträge 
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PerfectSpot EasyStrip Lacktuch 

PerfectSpot EasyStrip Lacktuch zeichnet sich durch einfaches strippen 
aus und eignet sich hervorragend für Dispersionslacke. Dank der neu 
entwickelten Oberfläche gibt es ein sehr homogenen Lackübertrag. 
PerfectSpot EasyStrip Lacktuch kann händisch oder mit unserem 
PerfectCut Plotter per CAD geschnitten werden. 

PerfectSpot EasyStrip Varnish Blanket characterized by easy to cut & 
peel and is suitable for waterbased coating. Due to its new developed 
fabrics you have sharp edges and trouble free stencil preparations. 
The PerfectSpot EasyStrip Varnish Blanket can be cut manually or by CAD 
like our PerfectCut Plotter.  

 

Technical Data 

Color 

Surface 

Hardness (Shore A) 

Relief depth 

Available Thickness 

Blue 

Rubber 

75°  

0,80 mm 

1.95 mm 

Spot Coating WB 

Spot Coating UV 

Repeat Coating Jobs 


