
 

 

Technische Daten 

Farbe 

Oberfläche  

Härte (Shore A) 

Relief Tiefe 

Härte (Shore A) 

Rauheit (RA) 

Grün-Blau 

Gummi 

68°  

0,80 mm, 1,00 mm, 1,60 mm 

0,7 µm Verfügbare Stärken 1.15 mm, 1.35 mm, 1,95 mm 

Lackieren mit Dispersionslacken  

Lackieren mit UV Lacken 

Wiederkehrende Lackaufträge 
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PerfectSpot Premium 

Die PerfectSpot Premium ist dimensionsstabil und bietet aufgrund der 
hohen Beständigkeit gegen Delaminierung ein Produkt, das sich für hohe 
Auflagen mit Dispersion und UV-Lacke eignet. Die PerfectSpot Premium 
ist für das manuelle und CAD-Schneiden geeignet. 

PerfectSpot Premium is dimensional stable and due to the high 
delamination resistance construction, it will gives you a product suitable 
for long run water based and UV coating applications. PerfectSpot 
Premium is suitable for manual and CAD cutting. 

Technical Data 

Color 

Surface 

Hardness (Shore A) 

Relief depth 

Available Thickness 

Green-Blue 

Rubber 

68°  

0,80 mm, 1,00 mm, 1,60 mm 

1.15 mm, 1.35 mm, 1.95 mm 

Spot Coating WB 

Spot Coating UV 

Repeat Coating Jobs 


